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AIR TOOL OIL ISO 100

DESCRIPTION

AT ISO 100 has been developed to meet special lubrication requirements of pneumatic tools,
including percussion type pneumatic tools subjected to the most extreme conditions. They are
designed to maintain high oil film strength and effectively lubricate even the most demanding
requirements of pneumatic drill impact mechanisms as well as providing excellent mist lubrication
of general purpose air tools.

APPLICATION

Percussive pneumatic tools:
Suitable for a wide range of mobile percussive pneumatic tools such as those used in rock drilling, minning
and construction activities (e.g. jack hammers, sinkers and other air operated tools).

Oil mist lubrication applications
Lubefusion Air Tool QOil can be used in applications requiring mist lubrication, such as air tool installations
commonly found in manufacturing.

Other applications
May be used in certain gear and bearing lubrication systems subject to water ingress.

PERFORMANCE

Meets or exceeds:
= SO 6743-11 Type PBC

ADVANTAGES

e Provides excellent lubricity and anti-wear properties to protect percussion tools under extreme
conditions.

Provides high levels of corrosion protection even under severe water wash conditions.

Exibits high oil film strength for excellent load carrying performance.

Has excellent emusability enabling lubrication in a wet environment.

Is compatible with seal materials and paints normally specified for use with mineral oils

TYPICAL PHYSICAL CHARACTERISTICS

Property Unit Heading Here Method
Viscosity @ 40-C cSt 100 ISO 3104
Viscosity @ 100-C cSt 115 ISO 3104
Viscosity Index - 100 ISO 2909
Flash point °C 240 ISO 2592(COC)
Pour Point °C -24 ISO 3016
Density @ 20°C Kg/L 0.880 ISO 12185

Registered as Pace Oil cc, CK No.: 1992/003032/23
Members: B.M. Walton, G. Pearce, W.D. Wilke, G.P. Weston



WARRANTY - All statements, information and data presented herein are believed to be accurate and reliable but are not to be
taken as a guarantee, expressed or implied, for which seller assumes legal responsibility and they are offered solely for your
consideration, investigation and verification. Statements or suggestions concerning possible use of this product are made without
representation or warranty that any such use if free of patent infringement and are not recommendations to infringe on any patent.



